The hygienic
range of stainless
steel pipeline
strainers is ideal
for applications
where ease of
cartridge removal
and a robust
construction
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FEATURES

316L (1.4404)
stainless steel

hygienic

- smooth
surfaces

- no castings (no
porosityl), no
crevices

quick to
dis-assemble
for cleaning
and sterilising

robust design

right-angle or
in-line (right-angle
version featured)

filcering
cartridges from
3mm to 0.07mm
aperture or with
2mm or 3mm
diameter holes

wedge wire
cartridges
available - ideal
for back flushing
applications

duplex - twin
strainer
arrangement
available

APPLICATIONS

ideally suited for
industries:

brewing

soft drinks
dairy

food
pharmaceutical



specification

All wett

material (1.4404) stainless st
Materig an be provided
finish Internal finish is 3 pmRA for the machined ‘Uniform’ finisk pmRA for the ‘Pure’ finish
0.4 or 0.5 pmRA are available as options
External finish is machined
connections Inlet and Outlet can be DIN11851, Tri-clamp, IDF, SMS, R or flanged
Other connections on request
seal silicone elastomer
options include EP, viton, PTFE encapsulated
filter cartridges mesh or wedge wire from 3mm to 0.07mm aperture ¢ or 3mm diameter holes
accessories e duplex: a twin strainer arrangement valves, which allows one

strainer to be cleaned terrupting the flow

e drain valve
e bracketing or legs:  for wall fixing or for fi oor

for other options and a competitive ¢ our sales department
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angle strainer Inline strainer

X : - esh filter cartridge
dismantled strainer shown
with wedge wire filter cartridge

wedge wire filter
cartridge - ideal
for back flushing

BS EN ISO 9001

PS LTD has been designing,

Iss 1, 10/04 manufacturing and marketi and Strainers since 1952.



